
            
MATERIAL SAFETY DATA SHEET 

 
Kato Polyclay  12000 Series 

SECTION I - PRODUCT IDENTIFICATION 

Manufacturer : 
Van Aken International                                                InformationPhone:   (909)980-2001 
9157 Rochester Court, P.O. Box 1680              Emergency Phone:   (909) 9802001 
Rancho Cucamonga, CA 91729-1680 
 
Product Class:    Modeling Clay ( Oven hardening )  
Trade Name:       Kato Polyclay  
Product Code:     12000 Series  
                                                                                                                               

SECTION II - HAZARDOUS INGREDIENTS 
  
This product is certified by an authority on toxicology associated 
 with a leading university to contain no materials in sufficient  
quantities to be toxic or injurious to the human body. Non-Toxic              
                               

SECTION III - PHYSICAL DATA 
 
Boiling Range: N/A     Vapor Density: N/A 
Evap. Rate:  N/A     Specific Gravity: N/A 
Volatile Volume: N/A     Wgt per gallon: 10-11 lbs 
Appearance and Odor:   Clay substance, various colors, faint plastic odor  
 

SECTION IV - FIRE AND EXPLOSION HAZARD DATA 
 
Flammability Class:  N/A        Flash Point: N/A Lel: N/A  
Extinguishing Media:   Water, Foam, Carbon Dioxide, or Dry Chemical  
Special Fire Fighting Procedures:        None 
Unusual Fire & Explosion Hazards:      Not combustible 
 

SECTION V -  HEALTH HAZARD DATA 
 
Primary Route Of Exposure: Inhalation, Skin, Ingestion   
Effects Of Overexposure: None expected  
First Aid: 
 Ingestion:   If swallowed and symptoms develop, rinse mouth with water and seek medical          
                                attention.   
 
 Eye Contact: Flush with cold water, if irritation persists seek medical attention.  
 
 Skin Contact:   Wash with soap and warm water.  
 
 Inhalation:     Remove to fresh air, avoid heated vapors    
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SECTION VI - REACTIVITY DATA 
 
Stability:   Stable      
Hazardous Polymerization:   Will not occur   
Hazardous Decomposition Products:  None   
   
Incompatibility:  None known     
Conditions To Avoid:  Extreme heat, do not exceed recommended curing temperature.  
   
 

SECTION VII - SPILL OR LEAK PROCEDURES 
 
Steps to be taken in case material is released or spilled:   No special procedures required.  
          
 
Waste disposal method:   In accordance with Local, County, State, and Federal regulations.  
 

SECTION VIII - SPECIAL PROTECTION INFORMATION 
 
Respiratory Protection:  Not needed under normal conditions, avoid heated vapors.   

 
Ventilation: Not normally needed,  use in well ventilated area, however if sensitive to odor, move 
to fresh air   
  
Protective Gloves: Not required    
 
Eye Protection: Not required   
 
Other Protective Equipment:   None required  
 

SECTION IX – SPECIAL PRECAUTIONS 
 
Avoid storing  unused product in temperatures in excess of 90 degrees F. for an extended period of 
time. Wash hands after use. This product is not a toy, supervise use by children. Practice 
reasonable care and caution. 
 
DISCLAIMER OF EXPRESSED AND IMPLIED WARRANTIES 
The information in this document is believed to be correct as of the date issued.  HOWEVER, NO 
WARRANTY OF MERCHANTABILITY, FITNESS FOR ANY PARTICULAR PURPOSE, OR ANY OTHER 
WARRANTY IS EXPRESSED OR IS TO BE IMPLIED REGARDING THE ACCURACY OR 
COMPLETENESS OF THIS INFORMATION, THE RESULTS TO BE OBTAINED FROM THE USE OF 
THIS INFORMATION OR THE PRODUCT, THE SAFETY OF THIS PRODUCT, OR THE HAZARDS 
RELATED TO ITS USE.  This information and product are furnished on the conditions that the person 
receiving them shall make his own determination as to the suitability of the product for his particular purpose 
and on the condition that he assume the risk of his use thereof.  
Last updated  -  01/01/08 
 
 


